
Setups for sharing a TCP/IP Printer in Windows XP/2000  (2003-12-01) 
 

1) Select Start – Control Panel – Printers and Faxes.  You will see a screen like this 
(without the same printer list.) 

 

 
 
2) Select “Add a printer”.  

 

 
 
3) Click on “Next”. 



 
 
4) Select “Local printer attached to this computer”.  Then click on “Next”. 

 

 
 
5) Under “Use the following port”, select the TCP/IP Port corresponding to your 

Laserjet TCP/IP Address.  If the port does not exist you may have to use the 
“Create a New Port” option and follow those steps to add the new port first.  Once 
you have created the port, select it under “Use the following port” and then click 
on “Next”. 

 



 
 
6) Select the type of printer that you are using under the Manufacturer and Printers 

list boxes, then click on “Next”.  Note: the sample depicts a printer that may not 
be the same as yours:  please select the printer that matches your setup. 

 

 
 
7) You may see a screen similar to the above.   If it appears showing, select “Keep 

existing driver”. Then click on “Next”. 
 



 
 
8) Name the printer so that it contains TCP-IP as part of its name and then click on 

“Next”. 
 

 
 

9) Select the “Share Name” option and fill in the name of the printer.  I use the word 
“shared” in the name to indicate that it will be a shared printer, but it is not 
required.  Make a note of the “Share Name” for later use.  Then click on “Next”. 

 



 
 
10) Fill in the location and comment screen (not required) and click on “Next”. 

 

 
 
11) Select the option to do a test page and click on “Next”. 

 



 
 

12) Click on “Finish” to print the test page. 
 

 
 
13) Click on “OK” to finish adding the TCP/IP Printer. 

 
14) If everything went OK, you should be able to go back to the Printers and Faxes 

screen and see the new printer. 
 



 
 
15) Close off the Printers and Faxes window. 
16) Now right-click on “My Computer” and select “Properties”. 
17) Select the “Computer Name” tab and make a note of the “Full Computer Name”.   

This name was created when you set up your Windows XP.   Please note: in the 
example below, the name is  Jack1  not  Jack1 with a period. 

 

 
 



18) Click on “Cancel” to exit the System Properties window above. 
19) Next, select Start – Programs –Accessories – Command Prompt. 
20) Type in the following command: 
 

net   use    lpt2:      \\Jack1\HPShared    /PERSISTENT:YES 
 
(note: in Windows 2000, the file to edit is  c:\winnt\system32\autoexec.nt) 
(note: “Jack1” should be replaced with your full computer name from step 17) 
(note: “HPShared” should be replaced with your printer share name from step 9) 
(note:  Full computer names and Printer share names should be no more than 8 

characters to ensure they are recognized). 
 

21) Type: 
Exit     and press    <Enter> 

 
22) Go to Turbo-School and select Setup – Printers and Ports and select HP 

Laserjet with Gothic Printing 
23) Go to Turbo-School Setup – Printers and Ports – Output Port and select Line 

Printer 2. 
24) The printer should now work from Turbo-School. 
25) If other computers run Turbo-School on XP or Windows 2000, those computers 

can share the “HPShared” printer as well.  Note: if you want peer-to-peer sharing, 
you only have to perform step 20.  

26) If you want direct (and independent) printing from each computer, then you will 
have to repeat steps 1 to 20 for each computer (as a result, step 20’s  “full 
computer names” will be different to match each computer). 

 
 
 


